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SHEET NOTES:

REMOVE EXISTING EXHAUST DUCT,
EXHAUST HOOD, GRILLE, CONTROLS,
AND RISER THRU ROOF.

REMOVE EXISTING TRANSFER AIR
GRILLES, DUCTWORK ETC.

REMOVE EXISTING LOW PRESSURE
DUCTWORK TO POINT SHOWN.

REMOVE EXISTING DIFFUSER.

EXISTING DUCT SHALL REMAIN.

REMOVE EXISTING CEILING OR WALL
GRILLE.

EXISTING ROOF TOP UNIT SHALL
REMAIN.

RELOCATE HEAT PUMP TO ROOM 156
MOUNT CONDENSING UNIT ON ROOF.

EXISTING CEILING GRILLE SHALL
REMAIN.

REMOVE EXISTING RETURN AIR GRILLE,
DUCTWORK ETC.

REMOVE EXISTING PIECE OF
EQUIPMENT, VENTS AND ALL
ASSOCIATED EQUIPMENT.

REMOVE EXISTING VAV BOX AND CAP
DUCT. DISCONNECT HOT WATER
SUPPLY AND RETURN PIPING AND CAP.

REMOVE EXISTING THERMOSTAT, CAP
AIR SUPPLY AND PROVIDE WALL
COVER PLATE.

EXISTING THERMOSTAT SHALL REMAIN.

REMOVE EXISTING AIR COMPRESSOR,
PIPING, ELECTRICAL, CONTROLS, ETC.
GIVE COMPRESSOR TO DSC.

REMOVE EXISTING VACUUM PUMP,
TANKS, PIPING, ELECTRICAL,
CONTROLS, ETC. GIVE THE VACUUM
PUMP AND TANKS SET TO DSC.

SEE ARCHITECTURAL DRAWINGS FOR
PATCH AND TILE CEILING
REPLACEMENT FOR AREAS WHERE
DIFFUSERS AND GRILLES ARE BEING
REPLACED.

REMOVE THIS SECTION OF S.A. DUCT
AND DIFFUSER.

PATCH EXISTING DUCTWORK.

REMOVE EXISTING 3 COMPARTMENT
SINK AND CAP UTILITIES AT WALL FOR
FUTURE USE.

REMOVE ALL EXISTING UTILITIES IN
THIS ROOM IE GAS, WATER, WASTE,
AIR, VACUUM, ETC AND CAP AT
SOURCE OUTSIDE ROOM.

REMOVE EXISTING DRINKING
FOUNTAINS. CAP EXISTING WASTE,
VENT AND COLD WATER FOR
RECONNECTION TO NEW HI-LOW
WATER COOLERS.

REMOVE EXISTING CABINET MOUNTED
LAVATORIES. CAP EXISTING WASTE,
VENT, HOT AND COLD WATER FOR
RECONNECTION TO NEW LAVATORIES.
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SCALE: 1/8=1'-0"
MECHANCIAL DEMOLITION PLAN

GENERAL NOTES:

COVER DUCTING DURING DEMOLITION
TO AVOID DUCT CONTAMINATION. DO
NOT OPERATE AIR HANDLING UNITS
DURING DEMOLITION.



SHEET NOTES:

REMOVE EXISTING ROOF MOUNTED
EXHAUST FAN, EXHAUST DUCT,
ELECTRICAL ETC. PROVIDE SHEET
METAL COVER OVER FAN CURB. SEAL
COVER TO CURB AIR AND WATER
TIGHT.

EXISTING ROOF TOP UNITS SHALL
REMAIN.

EXISTING EXHAUST FANS SHALL
REMAIN.

EXISTING GAS PIPING SHALL REMAIN.

ROOF ACCESS SHALL REMAIN.

ROOF DRAINS SHALL REMAIN.
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SCALE: 1/8=1'-0"
ROOF MECHANCIAL DEMOLITION PLAN

NOTE:

WORK SHALL BE IN STRICT COMPLIANCE
WITH MANUFACTURER'S RECOMMENDATIONS
USING PROPER MATERIALS SO AS NOT TO
JEOPARDIZE OR NEGATE THE WARRANTY OF
THE ROOF.

GENERAL NOTES:

COVER DUCTING DURING DEMOLITION
TO AVOID DUCT CONTAMINATION. DO
NOT OPERATE AIR HANDLING UNITS
DURING DEMOLITION.



SHEET NOTES:

EXISTING VAV AIR HANDLING UNIT
SHALL REMAIN.

EXISTING CONSTANT VOLUME AIR
HANDLING UNIT SHALL REMAIN.

REMOVE EXISTING EVAPORATIVE
COOLER COMPLETE WITH DUCTWORK,
DAMPERS, PIPING, ELECTRICAL, ETC.

REMOVE EXISTING RETURN DUCT
BETWEEN THE TWO AIR HANDLERS
AND PATCH AT UNITS.

REMOVE EXISTING VACUUM PUMP,
PIPING, ELECTRICAL, CONTROLS, AND
ALL ASSOCIATED ITEMS. RETURN TO
DSC.

REMOVE EXISTING AIR COMPRESSORS,
PIPING, ELECTRICAL, CONTROLS, ETC.
RETURN TO DSC.

SEE SHEET ME101 FOR NEW SOUND
BOOT CONNECTION TO EXISTING R.A.
OPENING.

REMOVE WATER PIPING SERVING
EVAPORATIVE COOLER BACK TO
SOURCE.

REMOVE CHEMICAL TREATMENT
STATION. INCLUDING STAND, PUMPS,
AND ALL ASSOCIATED ITEMS. RETURN
TO DSC. THIS IS LOCATED ADJACENT
TO THE COMPRESSORS TO BE
REMOVED.
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SCALE: 1/4=1'-0"
LARGE SCALE MECHANCIAL ROOM DEMOLITION PLAN

GENERAL NOTES:

COVER DUCTING DURING DEMOLITION
TO AVOID DUCT CONTAMINATION. DO
NOT OPERATE AIR HANDLING UNITS
DURING DEMOLITION.



SHEET NOTES:

EXISTING ROOFTOP UNIT, DROPS,
DUCTWORK, DIFFUSERS, AND GRILLES
SHALL REMAIN.

EXISTING BOXES, DUCTWORK, DIFFUSERS
AND GRILLES SHALL REMAIN IN THESE
ROOMS.

EXISTING VAV BOXES, DUCTWORK AND
DIFFUSERS AT ENTRANCES SHALL
REMAIN.

EXISTING DUCTWORK, DIFFUSERS,
GRILLES, EXHAUST FANS ETC. IN
RESTROOMS SHALL REMAIN.

EXISTING THERMOSTAT SHALL REMAIN.

INDOOR EVAPORATOR, CEILING MOUNTED.
SEE SCHEDULE AND DETAIL G13/ME501.

PROVIDE NEW DUCT TAKE-OFF WITH
VOLUME DAMPER. SEE DETAILS H7/ME501
B8/ME501.

CONNECT TO EXISTING DUCT TAKE-OFFS.
PROVIDE VOLUME DAMPERS IF NOT
ALREADY INSTALLED.

ROTATE EXISTING LINEAR DIFFUSER TO
FIT IN 4'-0" CEILING GRILLE.

EXISTING RETURN AIR GRILLES SHALL
REMAIN.

RELOCATED HEAT PUMP INDOOR UNIT.
SEE NOTE 8 SHEET MD101.

REFRIGERANT PIPING FROM RELOCATED
CONDENSING UNIT ON ROOF. SEE SHEET
ME102 FOR CONTINUATION.

PROVIDE NEW CONDENSATE PUMP AT END
OF INDOOR HEAT PUMP UNIT. PUMP
CONDENSATE TO ROOF SEE SHEET ME102
FOR CONTINUATION. PROVIDE MOUNTING
SUPPORT AND REMOVABLE SHEET METAL
COVER OVER PUMP.

PROVIDE CONDENSATE PUMP WITH
EVAPORATOR PACKAGE AND PUMP
CONDENSATE UP TO ROOF. SEE SHEET
ME102 FOR CONTINUATION.

FLEX CONNECTION AT EVAPORATOR.

LOCATION FOR MICROPROCESSOR
CONTROL SYSTEM FOR COMPUTER ROOM
UNIT.

EXISTING CONSTANT VOLUME DUCTWORK
SHALL REMAIN.

SEPARATE CEILING DIFFUSERS AND
CEILING RETURN AS FAR APART AS
POSSIBLE.

EXISTING ROOF TOP UNIT, DUCT DROP
AND U SHAPED TRUNK DUCT AND
TAKE-OFF CONNECTIONS SHALL REMAIN.

EXISTING ROOF TOP UNIT AND DUCT DROP
SHALL REMAIN. ALL OTHER DUCTWORK
SHALL BE REMOVED. SEE MD101.

RELOCATE EXISTING R.A. GRILLE TO THIS
LOCATION

REPLACE EXISTING R.A. GRILLE WITH NEW
12"x12" CEILING GRILLE.

USE EXISTING WALL OPENINGS FOR NEW
DUCT. MODIFY OPENING AS NEEDED.

ROUTE NEW DUCTWORK, DIFFUSERS, AND
GRILLES ABOVE THE BAR GRILLE. FIELD
VERIFY LOCATION OF DUCT AND
DIFFUSERS.

EXISTING SUPPLY AND RETURN AIR DROP
BOX SHALL BE SHORTENED AND RAISED
ABOVE BAR GRILLES.

PROVIDE LINED SOUND BOOT AND
CONNECT TO EXISTING RETURN AIR
OPENING AT MECHANICAL ROOM.

LINE ALL NEW RECTANGULAR DUCT AND
WRAP ALL NEW  ROUND DUCT.

PROVIDE VOLUME DAMPERS IN EXISTING
DUCTS IF EXISTING VOLUME DAMPERS
ARE NOT INSTALLED

RELOCATED THERMOSTAT TO AREA
SHOWN.

EXISTING TRANSFER DUCT AND GRILLES
SHALL REMAIN.

RELOCATE FIRE RISER FROM EXISTING
LOCATION TO THIS LOCATION. PROVIDE
ALL NECESSARY PIPING, DRAINS, WALL
OPENINGS, FLOOR OPENINGS, ALARMS,
AND ALL FIRE PROTECTION CODES.
CONNECT RISER INTO EXISTING MAIN TO
THE BUILDING.

REMOVE EXISTING SPRINKLER HEADS IN
THIS ROOM AND PROVIDE NEW APPROVED
HEADS AS REQUIRED BY CODE.
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SCALE: 1/8=1'-0"
MECHANCIAL PLAN



SHEET NOTES:

EXISTING ROOF TOP SHALL REMAIN.

EXISTING GAS LINE SHALL REMAIN.

EXISTING ACCESS SHALL REMAIN.

EXISTING EXHAUST FANS SHALL
REMAIN.

PROVIDE SHEET METAL COVER OVER
CURBS OF REMOVED EXHAUST FANS.
SEAL COVER AIR AND WATER TIGHT.

RELOCATED CONDENSING UNIT. SEE
NOTE #8 SHEET MD101.

ROUTE NEW REFRIGERANT PIPING
THRU ROOF. SEAL PROOF
PENETRATIONS AIR AND WATER TIGHT.
SEE SHEET ME101 FOR CONTINUATION.

PROVIDE NEW ROOF MOUNTED
COMPUTER ROOM CONDENSING UNIT.
MOUNT AS REQUIRED BY
SPECIFICATIONS. SEE DETAIL
G13/ME501.

3/4" PUMPED CONDENSATE FROM
EVAPORATOR UNIT BELOW. SEAL ROOF
PENETRATION AIR AND WATER TIGHT.
TERMINATE DRAIN PIPING 10'-0" FROM
PENETRATION IN DIRECTION OF ROOF
DRAINS.
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SCALE: 1/8=1'-0"
ROOF MECHANCIAL PLAN

NOTE:

WORK SHALL BE IN STRICT COMPLIANCE
WITH MANUFACTURER'S RECOMMENDATIONS
USING PROPER MATERIALS SO AS NOT TO
JEOPARDIZE OR NEGATE THE WARRANTY OF
THE ROOF.



SHEET NOTES:

EXISTING VAV AIR HANDLING UNIT
SHALL REMAIN.

EXISTING CONSTANT VOLUME AIR
HANDLING UNIT SHALL REMAIN.

EXISTING S.A. DUCT SHALL REMAIN.

NEW 60"x32 R.A. LINED SOUND BOOT,
CONNECT TO EXISTING OPENING TO
MECHANICAL ROOM. SEE SHEET ME101
FOR CONTINUATION.

EXISTING R.A. DUCT SHALL REMAIN.

NEW GALVANIZED SHEET METAL
COVERING OVER OPENINGS LEFT BY
THE REMOVAL OF THE EVAPORATIVE
COOLER. SOUTH DUCT OPENING IS
APPROXIMATELY 85"x32". FIELD VERIFY
SIZE AND LOCATION OF WEST
OPENING.

SEE SHEET ME101 FOR CONTINUATION.

EXISTING WATER HEATER.

NEW GALVANIZED SHEET METAL
PATCH COVERING OPENING BETWEEN
THE TWO AIR HANDLERS MADE BY THE
REMOVAL OF EXISTING R.A. DUCT.
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SCALE: 1/4=1'-0"
LARGE SCALE MECHANCIAL ROOM PLAN



SEFORP

HATUFOETATS

RE
EN

IGNELANOIS
11/21/08



SEFORP

HATUFOETATS

RE
EN

IGNELANOIS
11/21/08



SHEET NOTES:

NEW DUAL LEVEL (HIGH-LOW) WATER
COOLER. CONNECT TO EXISTING WASTE,
VENT AND WATER PIPING THAT WAS
SERVING THE REMOVED WATER COOLERS.

NEW CABINET MOUNTED SINK. CONNECT
TO EXISTING WASTE, VENT, HOT AND
COLD WATER THAT WAS SERVING THE
REMOVED SINK.

REPLACE EXISTING CABINET MOUNTED
LAVATORIES, CONNECT TO EXISTING
WASTE, VENT, HOT AND COLD WATER
THAT WAS SERVING THE REMOVED
LAVATORIES.
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SCALE: 1/8=1'-0"
PLUMBING PLAN
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